
9095 
Overfill Prevention 
Valve Series
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9095 Series Selection Guide

2” 4” 6” 2” 3” 2” 2” 1½” 2” 3” Aviation E-85 DEF B100 Methanol

9095AA ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓* ✓ ✓ ✓ 230

9095AA ✓ ✓ ✓ ✓ ✓ ✓* ✓ ✓ ✓ 550

9095C ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 175

9095C-A ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ ✓ 175

9095AM ✓ ✓ ✓† ✓ ✓ ✓ ✓ ✓ 230

9095AM ✓ ✓ ✓† ✓ ✓ ✓ ✓ ✓ 550

9095DS ✓ ✓ ✓† ✓ 26

9095X ✓ ✓ ✓ ✓ ✓ ✓* ✓ ✓ ✓ ✓ 230

9095SA ✓ ✓ ✓ ✓ ✓ ✓ 110

9095SS ✓ ✓ ✓ ✓ ✓ 164

Only the
2800 and 6800 

models

The 1100 and 6100 
models are NOT drop 

tube compatible.

*Some
models

*Some
models

*Some
models
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† Use threaded pipe

† Use threaded pipe

† Use threaded pipe
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2-inch 9095AA

4”
Nipple

Gas (C)
13.05” - 15.40”

Diesel (D)
13.65” - 16.00”

(HT.)
21.72”

Test Mechanism
Option

Top of 
Tank 
Riser

9095AA0200 AV

Additional Overfill Prevention Valves

Page 2 Page 7

SHUT-OFF 
HEIGHT

WITH
PART F

9095DS0600 (2”)

Item Number
Valve 
Size

Tank 
Opening Drop Tube Inlet Size & Type Weight (lbs)

9095DS0200 AV 2″ 2″ 1½” threaded pipe Valve with 2″ shut-off height 8.50
9095DS0400 AV 2″ 2″ 1½” threaded pipe Valve with 4″ shut-off height 9.0
9095DS0600 AV 2″ 2″ 1½” threaded pipe Valve with 6″ shut-off height 9.50

9095DS2200 AV 2″ 2″ 1½” threaded pipe Valve with 2″ shut-off height 8.50
9095DS2400 AV 2″ 2″ 1½” threaded pipe Valve with 4″ shut-off height 9.0
9095DS2600 AV 2″ 2″ 1½” threaded pipe Valve with 6″ shut-off height 9.50

*Consult Price List for BSP options.

with 
Part F

with 
Part A

9095DS (2” Fill, 2” Connection)
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9095AM

Item Number Valve Size Tank Opening Drop Tube Fill Connection Weight (lbs)
9095AM3200 AV 2” 4” 2” threaded pipe Remote fill 14.10
9095AM3300 AV 3” 6” 3” threaded pipe Remote fill 30.0

9095AM (Methanol, 2” Fill, 4” or 6” Connection)

9095AA0200
Item Number Valve Size Tank Opening Drop Tube Fill Connection Weight (lbs)

9095C-0200 AV 2” 4” 2” Direct fill 9.0
9095C-3200AVEVR 2” 4” 2” Remote fill 12.50
9095C-5200AVEVR 2” 4” 2” Direct fill 9.64
9095C-9100AVEVR 2” 4” 2” Less top adaptor 8.0
9095C-9200AVEVR 2” 4” 2” Less top adaptor 8.37

9095CTM0100 AM Mechanical test mechanism 1.0

9095C (for low profile tanks, 2” Fill, 4” Connection)

*9095CA models used with fuels with specific gravity less than 0.72 are available. Contact Customer Service 
for more information.

9095C
*shown with 
optional test 
mechanism

9095AA Aluminum Series - 2"

Oil Type Temp (ºF)   CentiStokes (cSt)

15W-40 28 2720

10W-40 25 2800

10W-60 28 2850

5W-40 25 2750

0W-30 15 2900

SAE 30 28 2950

ExamplEs of oil & minimum TEmpEraTurE 
for usE wiTh 9095aa

9095AF (2”)

NEWNEW

*Order top connections separately.

Item Number
Inlet 
Size

Tank Connection 
Size Drop Tube

Fill
Connection Other Distinctions

9095AA0200 AV 2” 4” 2” Direct fill

9095AA3200AVEVR 2” 4” 2” Remote fill

9095AA5200AVEVR 2” 4” 2” Direct fill

9095AA4000 AV 3” 4” 2” Direct fill

9095AA4200AVEVR 3” 4” 2” Remote fill

9095AA9200AVEVR 2” 4” 2” --- Without adaptor or bushing *

9095ATM0100 AM Mechanical test mechanism for 9095AA (does not include valve top)

9095ATM0200 AK Mechanical test mechanism; includes AA 0200 top, aluminum with 2” male quick disconnect x 4” female threads

9095ATM3200 AK Mechanical test mechanism; includes AA 3200 top, ductile iron with 2” female threaded x 4” female threaded connection

9095AF3201 AAPW Adaptor 2” male thread to 2” raised face flange for use with remote fill models only

Valve with 2” male quick disconnect x 4” female threads

Valve with 3” male quick disconnect x 4” female threads

Valve with 2” female quick disconnect x 4” female threads

Valve with 3” female quick disconnect x 4” female threads

Valve with 2” dry disconnect x 4” female threads



3-inch 9095AA2-inch 9095SA & 9095SS
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9095AA03009095AA33009095SA

SA Model Number
Inlet 
Size

Tank Connection 
Size

Fill 
Connection Drop Tube Other Distinctions

9095SA0200 AV 2” 2” Direct fill No Cam-n-groove adaptor style with male threads
9095SA0500 AV 2” 2” Remote fill No Cam-n-groove adaptor style with female threads
9095SA9200 AV 2” 2” --- No Without adaptor *

9095SA (Aluminum) Series - 2"

*Order top connections separately.
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9095SS

Item Number Description Weight (lbs)
9095SS0200 AV 2” SS Overfill prevention valve, 2” to 16” with Part F male threads 8.20
9095SS0400 AV 2” SS Overfill prevention valve, 2” to 28” with Part F male threads 8.20
9095SS0600 AV 2” SS Overfill prevention valve, 2” to 76” with Part F male threads 8.20
9095SS2200 AV 2” SS Overfill prevention valve, 2” to 16” with Part A female threads 8.20
9095SS2400 AV 2” SS Overfill prevention valve, 2” to 28” with Part A female threads 8.20
9095SS2600 AV 2” SS Overfill prevention valve, 2” to 76” with Part A female threads 8.20
9095SS9200 AV 2” SS Overfill prevention valve, 2” to 16” without adaptor 7.50
9095SS9400 AV 2” SS Overfill prevention valve, 2” to 28” without adaptor 7.50
9095SS9600 AV 2” SS Overfill prevention valve, 2” to 76” without adaptor 7.50
9095SS9800 AV 2” SS Overfill prevention valve, 2” to 96” without adaptor

9095SS (Stainless, 2” Fill, 2” Connection, No Drop Tube)

9095AA Aluminum Series - 3"

Item Number
Inlet 
Size

Tank
Connection 

Size Drop Tube
Fill

Connection Other Distinctions
9095AA0300 AV 3” 6” 3” Direct fill

9095AA3300AVEVR 3” 6” 3” Remote fill

9095AA9300AVEVR 3” 6” 3” --- Without adaptor or bushing *

9095ATM0100 AM Mechanical test mechanism for 9095AA (does not include valve top)
9095ATM0300 AK Mechanical test mechanism; includes AA 0300 top, aluminum with 3” male quick disconnect x 6” 

female threads
9095ATM3300 AK Mechanical test mechanism; includes AA 3300 top, ductile iron with 3” female threaded x 

6” female threaded connection

9095AF3301 AAPW Adaptor 3” male thread to 3” raised face flange for use with remote fill models only
*Order top connections separately.

9095AF (3”)

NEWNEW



9095X-2200

9095X-6200
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9095X-1100

Shut-off Ranges

Minimum tank 
depth
8½”

1” minimum shut-off 
height

Integrated spill container

9095X-1100 AV

9095X-6800

9095X Overfill Prevention Valve
Selection Guide

Distance

95% Distance

Distance to 
tank bottom

C

B

Gasoline set point adjustability range

Diesel set point adjustibility range

800.553.4840  |  custserv@morbros.com  |  www.morbros.com

5.28
TO

7.00

5.88
TO

7.60
 16.0 

9095X-1100 AV

 CONFIDENTIAL: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF MORRISON BROS. CO. TO BE USED ONLY FOR PURPOSE EXPLICITLY DIRECTED 
BY MORRISON BROS. CO.  ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF MORRISON BROS. CO. IS PROHIBITED.

TOP OF 
TANK RISER

D

E

Tank Bottom

*Please consider the amount of space needed for a drop tube.

5.28
TO

10.63

5.88
TO

11.23

 CONFIDENTIAL: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF MORRISON BROS. CO. TO BE USED ONLY FOR PURPOSE EXPLICITLY DIRECTED 
BY MORRISON BROS. CO.  ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF MORRISON BROS. CO. IS PROHIBITED.

9095X-2200 AV

 20.3 

9095X-2200* (shown)
or 9095X-6200*

5.03
TO

10.21

4.53
TO

9.71

4.8

Field Adjustability 
Range
5.18”

15.5

9095X-1100 (shown)
or 9095X-6100

5.03
TO

6.75

4.53
TO

6.25

1.72”

4.8

11.2

Field Adjustability 
Range

•	 A) Spill container height =

•	 B) Riser height =

•	 C) Interstitial space height =

Top of primary tank

+

+

+

+

•	 D) 95% distance is from top of 
tank	to	desired	shut-off	point

•	 E) 95%	shut-off	level	
distance to tank bottom

TO
6.31

18.44

5.71
TO

17.84

9095X-6800 AV

SOLID WORKS CONFIDENTIAL: THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF MORRISON BROS. CO. TO BE USED ONLY FOR PURPOSE EXPLICITLY DIRECTED 
BY MORRISON BROS. CO.  ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE WRITTEN PERMISSION OF MORRISON BROS. CO. IS PROHIBITED.

 29.4 

9095X-2800* or 
9095X-6800* (shown)

6.51
TO

19.05

5.91
TO

18.45

4.1

Field Adjustability 
Range

12.54”

25.7

Set Point Total

Tank Fit Total

Is Set Point Total within set point range?

Is Tank Fit 
Total greater 
than distance 
provided? (Drop 
tube would be 
in addition)

Drop tube adaptor

No drop
tube adaptor

A

Item Number
Inlet 
Size

Tank Connection 
Size

Drop
Tube 

Fill 
Connection Application

9095X-1100 AV 2” 4” No Direct fill Generator base tanks with integrated spill container
9095X-6100 AV 2” 4” No Remote fill Generator base tanks with integrated spill container
9095X-2200 AV 2” 4” 2” Direct fill Low profile tanks; integrated spill container
9095X-6200AVEVR 2” 4” 2” Remote fill Low profile tanks; integrated spill container
9095X-2800 AV 2” 4” 2” Direct fill General purpose and aviation 
9095X-6800AVEVR 2” 4” 2” Remote fill General purpose and aviation 

9095ATM1000 AK Mechanical Test Mechanism Kit For All 9095X Series 
(X only) Overfill Valves

9095X Aluminum, Integrated Adaptor Series - 2"

Oil Type Temp (ºF)   CentiStokes (cSt)

15W-40 28 2720

10W-40 25 2800

10W-60 28 2850

5W-40 25 2750

0W-30 15 2900

SAE 30 28 2950

ExamplEs of oil & minimum TEmpEraTurE 
for usE wiTh 9095x

TESTED AND APPROVED FOR FLUIDS WITH VISCOSITIES UP TO 3000 centistokes


