
FIGURE 2A
Typical Direct Fill (Product Side) Installation of Morrison Phase I EVR  

System for AST

928 Series Coupler

735 Series Dust Cap

9095A Series Direct Fill Product  
 

Prevention Valve

4” Nipple (Not Supplied)  
Not Required on Male Threaded  
Spill Container

2” x 4” Long Nipple (Supplied)  
Longer Nipples May Be Required  
For Proper Shut-Off  Height

516 Series AST Spill Container  
With Male or Female Threads

Top of  AST (Not Supplied)

(Shown with Drop Tube Adaptor)

419 Series Drop Tube

539 Diffuser (Shown, Optional) or  
Drop Tube Cut at 45 Degree Angle. The 
Top of  Diffuser Opening or Top of  Drop 
Tube Cut to be No Greater Than 6” From 
the Bottom of  the Tank (or  Per Local 
Requirements Outside of  the State  
of  California).

EVR Approved Direct Fill Male Threaded Tank Connection

2” 928 Series dry
disconnect coupler

9095A-5200 AVEVR Series dry disconnect
adaptor supplied with overall prevention valve

4” Close nipple (not supplied)

2” x 4” Long upper pipe nipple (supplied
with valve). Longer nipples may be
required for proper shut-o� height

4 “ 516O Series AST spill
container with female threads

Top of AST (not supplied)

2” x 4” Long upper pipe nipple (supplied with
valve). Longer nipples may be required
for proper shut-o� height

9095A-5200 AVEVR Series over�ll
prevention valve (shown with
drop tube adaptor)

2” x 6’  419 Series drop tube

539 Di�user (shown, optional) or
Drop Tube cut at 45 degree angle. 
The top of Di�user opening or top
of Drop Tube cut to be no greater
than 6” from the bottom of the tank
(or per local requirements outside
of the state of California).

The Drop Tube Di�user and Over�ll Prevention device may have to be removed
(if installed) upon District request to verify the existence of a submerged �ll pipe.

2.5” 735 Series dust cap
(install when not fueling)

4 “ Male threaded riser
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