Alarm & Sensor Kits
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Kit Number Size Description
918TCP0400 AA 2", 5 Overfill alarm box with 5’ sensor
918TCP0500 AA  27,9.5°  Overfill alarm box with 9.5’ sensor
(0D s —0 Tank Alarms —O Leak Sensors
. LISTED ) —  System Interfaces —  Level Sensors
Kit Number Size  Description —1O  Clock Gauges —1  Level Sensor Accessories
918S-92406 AK 6” 6” Brass adjustable level sensor
918S-92412 AK 12" 12” Brass adjustable level sensor _D MeChanical Gauges _D Output Accessor’es
918S-92420 AK 20” 20” Brass adjustable level sensor
918S-92430 AK 30" 30" Brass adjustable level sensor . .
— —11  Electronic Tank Gauge —  Alarm & Sensor Kits
918S-924S06 AK 6” 6” Stainless steel adjustable level sensor

918S-924512 AK 127 12” Stainless steel adjustable level sensor
918S-924S20 AK 20” 20” Stainless steel adjustable level sensor
918S-924S30 AK 30” 30” Stainless steel adjustable level sensor
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Battery-Powered Alarms
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*UL/cUL913 Listing for Hazardous Location intrinsically safe input circuits for Class I, Div 1 Group D, Florida DEP EQ-527.

Electronic Tank Gauge

1218C

LISTED

See 1218 brochure for more information

Level Sensor Accesories

Junction

Housing
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Junction

Housing
(9250114 2B)

AC-Powered System Interfaces
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918QB 918AC

*UL/cUL913 Listing for ordinary location with Hazardous Location intrinsically safe input circuits for Class I, Div 1 Group D, Florida DEP EQ-834.

918SB 918DB

Clock Gauges

Output Accessories
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Solenoid
Valve

Level Sensors
Remote

Strobe
(918AC-0156 2L)

918TCP
Level Sensor

Remote

Horn
(918AC-0154 AH)
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1519 (with battery
Power Module)

924 and 924S*
Adjustable 1619 (with battery

Power Module)

925*
Multi-Level
Sensor

Remote Horn

with Strobe
(918ACo0157 AHS)

924LS*
Liquid Sensor

* Third party EPA evaluated with both 918AC and 918S/D/Q.

T Intrinsically safe for Class 1, Div 1 Group D Hazardous Locations when installed
with a 918S, 918D, or 918Q Tank Alarms or 918AC System Interface.

More options on next page...



