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516 Spill Container
Offset Series

4”
Female
Thds

EVR Approved Direct Fill Male Threaded Tank Connection

2” 928 Series dry
disconnect coupler

9095A-5200 AVEVR Series dry disconnect
adaptor supplied with overall prevention valve

4” Close nipple (not supplied)

2” x 4” Long upper pipe nipple (supplied
with valve). Longer nipples may be
required for proper shut-o� height

4 “ 516O Series AST spill
container with female threads

Top of AST (not supplied)

2” x 4” Long upper pipe nipple (supplied with
valve). Longer nipples may be required
for proper shut-o� height

9095A-5200 AVEVR Series over�ll
prevention valve (shown with
drop tube adaptor)

2” x 4’ (2” x 6’ or 2” x 12’ also available)
419 Series drop tube

539 Di�user (shown, optional) or
Drop Tube cut at 45 degree angle. 
The top of Di�user opening or top
of Drop Tube cut to be no greater
than 6” from the bottom of the tank
(or per local requirements outside
of the state of California).

The Drop Tube Di�user and Over�ll Prevention device may have to be removed
(if installed) upon District request to verify the existence of a submerged �ll pipe.

2.5” 735 Series dust cap
(install when not fueling)

4 “ Male threaded riser

A close nipple is 
necessary to convert 
the thread to male. 

9095AA0200 AV
9095AA4000 AV
9095AA5200AVEVR
9095X-2200 AV 
9095X-2800 AV
9095C-0200 AV
9095C-5200AVEVR
9095C-AV0200 AV
9095CA5200AVEVR
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516 Spill Container
Center Series

4”
Female
Thds

EVR Approved Direct Fill Male Threaded Tank Connection

2” 928 Series dry
disconnect coupler

9095A-5200 AVEVR Series dry disconnect
adaptor supplied with overall prevention valve

4” Close nipple (not supplied)

2” x 4” Long upper pipe nipple (supplied
with valve). Longer nipples may be
required for proper shut-o� height

4 “ 516O Series AST spill
container with female threads

Top of AST (not supplied)

2” x 4” Long upper pipe nipple (supplied with
valve). Longer nipples may be required
for proper shut-o� height

9095A-5200 AVEVR Series over�ll
prevention valve (shown with
drop tube adaptor)

2” x 4’ (2” x 6’ or 2” x 12’ also available)
419 Series drop tube

539 Di�user (shown, optional) or
Drop Tube cut at 45 degree angle. 
The top of Di�user opening or top
of Drop Tube cut to be no greater
than 6” from the bottom of the tank
(or per local requirements outside
of the state of California).

The Drop Tube Di�user and Over�ll Prevention device may have to be removed
(if installed) upon District request to verify the existence of a submerged �ll pipe.

2.5” 735 Series dust cap
(install when not fueling)

4 “ Male threaded riser

A close nipple is 
necessary to convert 
the thread to male. 

9095AA0200 AV
9095AA4000 AV
9095X-2200 AV 
9095X-2800 AV
9095C-0200 AV
9095C-AV0200 AV
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516 Spill Containers

516 Spill Container
Center Series

2”

9095SA*

Male
Thds

*Valve will fit if special cap 
(305C--0000 AC) is used.
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Spill Containment & Corresponding Overfill Prevention Valves

518 Spill Containment and corresponding Overfill Prevention Valves on next page.

Note: The dry disconnect model tops are 
only compatible with the 516 offset models.
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Spill Containment & Corresponding Overfill Prevention Valves

518 Spill Container
Offset Series

4”
Female
Thds

EVR Approved Direct Fill Male Threaded Tank Connection

2” 928 Series dry
disconnect coupler

9095A-5200 AVEVR Series dry disconnect
adaptor supplied with overall prevention valve

4” Close nipple (not supplied)

2” x 4” Long upper pipe nipple (supplied
with valve). Longer nipples may be
required for proper shut-o� height

4 “ 516O Series AST spill
container with female threads

Top of AST (not supplied)

2” x 4” Long upper pipe nipple (supplied with
valve). Longer nipples may be required
for proper shut-o� height

9095A-5200 AVEVR Series over�ll
prevention valve (shown with
drop tube adaptor)

2” x 4’ (2” x 6’ or 2” x 12’ also available)
419 Series drop tube

539 Di�user (shown, optional) or
Drop Tube cut at 45 degree angle. 
The top of Di�user opening or top
of Drop Tube cut to be no greater
than 6” from the bottom of the tank
(or per local requirements outside
of the state of California).

The Drop Tube Di�user and Over�ll Prevention device may have to be removed
(if installed) upon District request to verify the existence of a submerged �ll pipe.

2.5” 735 Series dust cap
(install when not fueling)

4 “ Male threaded riser

A close nipple is 
necessary to convert 
the thread to male. 

9095AA0200 AV
9095AA4000 AV
9095AA5200AVEVR
9095X-2200 AV 
9095X-2800 AV
9095C-0200 AV
9095C-5200AVEVR
9095C-AV0200 AV
9095CA5200AVEVR

Male
Thds

518 Spill Container
Offset Series

4”

518 Spill Container
Center Series

4”
Female
Thds

EVR Approved Direct Fill Male Threaded Tank Connection

2” 928 Series dry
disconnect coupler

9095A-5200 AVEVR Series dry disconnect
adaptor supplied with overall prevention valve

4” Close nipple (not supplied)

2” x 4” Long upper pipe nipple (supplied
with valve). Longer nipples may be
required for proper shut-o� height

4 “ 516O Series AST spill
container with female threads

Top of AST (not supplied)

2” x 4” Long upper pipe nipple (supplied with
valve). Longer nipples may be required
for proper shut-o� height

9095A-5200 AVEVR Series over�ll
prevention valve (shown with
drop tube adaptor)

2” x 4’ (2” x 6’ or 2” x 12’ also available)
419 Series drop tube

539 Di�user (shown, optional) or
Drop Tube cut at 45 degree angle. 
The top of Di�user opening or top
of Drop Tube cut to be no greater
than 6” from the bottom of the tank
(or per local requirements outside
of the state of California).

The Drop Tube Di�user and Over�ll Prevention device may have to be removed
(if installed) upon District request to verify the existence of a submerged �ll pipe.

2.5” 735 Series dust cap
(install when not fueling)

4 “ Male threaded riser

A close nipple is 
necessary to convert 
the thread to male. 

9095AA0200 AV
9095AA4000 AV
9095X-2200 AV 
9095X-2800 AV
9095C-0200 AV
9095C-AV0200 AV

518 Spill Container
Offset Series

2”
Male
Thds

9095SA: All Models

9095SS: All Models

Installation diagrams on next page.

Note: The 518 is not currently approved by 
CARB due to the drain.
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Installation Diagrams

9095X-2200 AV

9095AA0200 AV

Integrated Spill Container

Note: The 9095X-1100 and 9095X-6100 
models are for use primarily with integrated 
spill containers. (The nipple and tank bung 
allocate the space required for the floats.)

9095X-1100 AV
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